
Drill & Tap Guide
For Handrails



Step 1 t

Locate the handrail onto any 
fixed/adjustable saddles.

Mark the holes positions with 
either a marker pen or scribe. 

Step 2 t

Rotate the handrail until the marks 
you have made are clearly visible. 

Repeat this process for each 
saddle until all the holes 
required for securing the 
handrail are marked out. 

Drill & Tap Guide
For Handrails

Step 3 t



Step 4 t

Using the 5.0mm HSS drill bit 
supplied in your tap & drill kit, drill 
the marked positions until you 
have reached the cavity of the 
tube. 

Step 5 t
Using the M6 x 1mm HSS tap 
supplied and 3-in-1 oil to lubricate 
the tap while in use, create a 
thread in the 5mm holes. 

You should try and keep the tap 
straight and level.

To remove the tap, you will rotate 
it in the opposite direction. 

Step 6 t

Rotate the handrail back so the 
holes line up with the saddle 
holes.
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If you have any queries or need assistance then please contact Customer Services;

customerservice@shs-products.co.uk

01922 743842 (Option 2)
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Step 7 t

Use the 4mm Allen Key to tighten 
the M6 button head screws 
through the saddle and into your 
drilled & tapped holes. 

Be careful not to cross thread the 
screws. If you are having difficulty, 
remove the screw and run the tap 
back through the hole. 

Step 8 t
Finish by cleaning the handrail 
using the stainless steel handrail 
cleaner and a soft cloth. 

For minor surface imperfections, 
use the scotchbrite cloth to polish 
the surface metal. 

When using the scotchbrite cloth, 
ensure that you are following the 
grain of the steelwork.


	Slide Number 1
	Slide Number 2
	Slide Number 3
	Slide Number 4

