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Step 1
Component BOM List £ I ID
Stainless Steel Post & Rail Systems
Glass Button Systems L’ L—)

ClientName |
Order Number _| Varies, Specified Below

Supplier - FH Brundle

50mm Dia x 10mm 304 Satin - Flat 1804454F
50mm Dia x 10mm 316 Satin - Flat 1806454F
50mm Dia x 40mm 316 Satin - Flat 1806457
50mm Dia x 42.4 Rad Back 316 Satin 1806454C
50mm Dia x 48.3 Rad Back 316 Satin 1806454D

Supplier - On-Level

50mm Dia x 10mm - V4A (Outside) 10.2050.100.31
50mm Dia x 20mm - V4A (Qutside) 10.2050.200.31
50mm Dia x 30mm - V4A (Qutside) 10.2050.300.31
50mm Dia x 40mm - V4A (Outside) 10.2050.400.31
50mm Dia x 50mm - V4A (Outside) 10.2050.500.31
50mm Dia x 30mm Adj. - V4A (Outside) 10.2550.300.31
50mm Dia x 40mm Adj. - V4A (Outside) 10.2550.400.31
50mm Dia x 50mm Adj. - V4A (Outside) 10.2550.500.31

Supplier - Kensington
50mm Dia x 50mm Adj. - V4A (Outside)  KT-ADJUST-STAND-50
50mm Dia x 10mm Adj. - V4A (Outside)  KT-ADJUST-STAND-10
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Step 3

N

Before beginning the installation
of your balustrade, be sure to
check that all of your components
are present.

You can confirm this by checking
your components against your
BOM sheet.

*Small components such as bolts
should be placed in to a container
for safe keeping

To begin installing your balustrade,
you will want to use you CAD
drawing to help mark out the
positions of the buttons.

Make sure to use a spirit level
when doing this as it will ensure
that your balustrade will stand
level.

In the marked positions, drill your
holes for your fixings.

Ensure that you drill deep enough
to accommodate your fixing type.

Now clear the holes of any debris.

T:01922 743842 | E: customerservice@shs-products.co.uk | Address : Unit E6-E7 West Point, Middlemore Lane West, Aldridge, Walsall, WS9 8BG




Glass Button Balustrade o D

BALUSTRADES AND HANDRAILS

Installation Guide J J

Unscrew the threaded boss from
the back of the button and secure
this to the substrate using your
chosen fixings.

Screw the back of the button onto
your threaded boss.

At this stage, using a spirit level
again, ensure that the button is
sitting level with the floor and at a
right angle to your substrate.

Now install the rubber gasket in
place.
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Repeat Steps 4 — 6 until all of the
backs of the buttons and rubber
gaskets are installed.

Now, with assistance if required,
install the glass onto the buttons
ensuring they are secure before

releasing.

*Check your CAD drawing to
confirm that you are installing
your glass panels in the correct
place.

Finally, fit the gasket onto the
front section of the button and
screw the button until glass is
clamped securely.

*A small notch is located on the
edge of the button to allow for an
Allen key (or similar) to be used to
tighten the button further.

T:01922 743842 | E: customerservice@shs-products.co.uk | Address : Unit E6-E7 West Point, Middlemore Lane West, Aldridge, Walsall, WS9 8BG




Glass Button Balustrade o o

BALUSTRADES AND HANDRAILS

Installation Guide u o

Now that you have successfully installed your balustrade, take time to clean down any residue
or debris off of the components / glass.

If you have any queries or need assistance then please contact Customer Services;

ﬁ customerservice@shs-products.co.uk

A\
\.\ 01922 743842 (Option 2)
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